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GeneralInformation

TheCamlocbrandwasestablishedin1937.Sincethattimeourfasteningsystemshavebeen
successfullyintegratedintonumerousapplicationswithinmanydifferentindustries.

Ourcustomersbenefitfromourmorethan70yearsoffasteningexperience.

Weprovidelocalsupportforinnovative,highqualityfasteningsystemssuppliedgloballytothe
strictestenvironmentalandworkingconditions.

ISO/TS16949:2009 DINENISO14001:2009

Pleasefindadditionalinformationaboutourenvironmentalprogramunder:www.alcoa.com.

YourAlcoaFasteningSystemsteam

Disclaimer:

Partslistedaresubjecttotechnicalchanges.Alldimensionsinmm.Allinformationiscorrecttothebestofourknowledge
atthetimeofprinting.Noliabilityfordisadvantagescausedbyprintingerrorsorfalseapplication.
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TensionLatches
ImportantInformation

HowItOperates

nTensionlatchesprovideaquickreleaseyetsecurelockingmechanism.
Theycantakehightensileloads.Shearforcesmustbekeptoffthetensionlatchbytheassembly
design.

nThroughleveraction,thepanelsconnectedwiththetensionlatchandthestrikearepulledtogether.
Ifnecessary,astopmustbeprovided.

nPositivelockisachievedwhendrawhookcenterisbeyondthecommoncenterlineofthebase
andstrike.

nForunlocking,thesecondarylock,iffitted,isoperatedandthehandlelifted.
Forlocking,thesecondarylockautomaticallyengages.

nMostofthetensionlatchescanbeadjustedbyathreadeddrawhook.
Fornon-threadeddrawhookseriesthespringsteelorwiredrawhookgivestolerance
compensationandjointtension.

Achsstift Sicherung(Federraste)

Handle

Base Rivet Stop Strike

Pin
Spring-steel
drawhook

Stroke
Drawhookcenterbeyondcommon
centerlineinlockedposition

Drawhookcenter
beyondcommon
centerlineinlocked
positionofbaseandstrike Pin Secondarylock(optional)-pushtounlock

Adjustable
drawhook



*Limitationswithinseriespossible.Pleasesee(foot)notesatcataloguepages.
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TensionLatches
ImportantInformation

Alcoa
Fastening
Systems

OverviewLatches

Series
Max.
tensile
strength

Working
load

without
secondary

lock

with
secondary

lock

with
hasp

toriviton
or

toscrewon
toweldon adjustable

drawhook

carbon
steelwith
surface
treatment

Stainless
steel Pages

V934L 550N 310N ✗ ✗ ✗ ✗ ✗ B1-B2

95L 445N 220N ✗ ✗ ✗ ✗ C1-C2

V96L 1.000N 650N ✗ ✗ ✗ D1-D2

1429L 1.500N 1.000N ✗ ✗ ✗ ✗ ✗ E1-E5

V951L 2.300N 1.550N ✗ ✗ ✗ ✗ ✗ ✗ ✗ ✗ F1-F6

V917L 3.600N 2.700N ✗ ✗ ✗ ✗ ✗ ✗ ✗ ✗ G1-G5

V18L 6.000N 4.200N ✗ ✗ ✗ ✗ ✗ ✗ ✗ ✗ H1-H4

V46L 4.400N 3.000N ✗ ✗ ✗ ✗ ✗ I1
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V934LSeries

Alcoa
Fastening
Systems

B-1

Style Dimensions Materials/Finish PartNo.

Stainlesssteel

Steel/zinc-plated,
CrVI-free,
clearpassivation

V934L01-1-1BP

V934L01-1-1AGV

Withsecondary
lock

Stainlesssteel

Steel/zinc-plated,
CrVI-free,
clearpassivation

V934L01-1X1BP

V934L01-1X1AGV

Style Dimensions Materials/Finish D PartNo.

Stainlesssteel1)

Steel/zinc-plated,
CrVI-free,
clearpassivation

2,6 V934L02-1BP

V934L02-1AGV

Strikes

Max.tensilestrength550N
Workingload310N

secondary
lock
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V934LSeries
InstallationInstructions

Alcoa
Fastening
Systems

B-2

Dimensions

A=min.23,7mm,pleasetakeintoaccounttheapplicationpreloadandtolerancerequirements

A
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95LSeries

C-1

Max.tensilestrength445N,workingload220N
Handleconcealsallinteriorpartsandstrike
Self-compensatingspringsteeldrawhook
Lowprofile

Style Dimensions Materials/Finish PartNo.

Self-compensating
springsteel
drawhook

Stainlesssteel V95L07-1-1BC

Self-compensating
springsteel
drawhook

Steel/chrome-plated
Interiorparts:
Steel/zinc-plated,
CrVI-free,
clearpassivation

V95L15-1BD

Strike
Style Dimensions Materials/Finish PartNo.

Stainlesssteel V95H07-1-1BP
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95LSeries
InstallationInstructions

C-2

Dimensions

Springsteeldrawhooktensionlatch/strike

V95L07-1-1BC

F
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Max.tensilestrength1.000N,workingload650N.
Handleconcealsallinteriorpartsandstrike
Self-compensatingspringsteeldrawhook
Lowprofile

Style Dimensions Materials/Finish D PartNo.

Self-compensating
springsteel
drawhook

Steel/zinc-plated,
CrVI-free,
clearpassivation

Steel/chrome-plated
Interiorparts:
Steel/zinc-plated,
CrVI-free,
clearpassivation

2,5

3,2

2,5

3,2

V96L01-1-1AO

V96L01-1-2AO

V96L01-1-1AG

V96L01-1-2AG

Strike
Style Dimensions Materials/Finish D PartNo.

Steel/zinc-plated,
CrVI-free,
clearpassivation

2,5

3,2

V96H01-1-1AO

V96H01-1-2AO

V96LSeries

D-1
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InstallationInstructions

D-2

Dimensions

*ØDseeselectedversion.
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1429LSeries
Max.tensilestrength1.500N,workingloadupto1.000N,seefootnotes.
Availablewithsecondarylock
Threedifferentdrawhooktypesavailable

Style Dimensions Materials/Finish D PartNo.

Springsteel
drawhook

Steel/zinc-plated,
CrVI-free,
clearpassivation1)

Stainlesssteel2)

3,1

3,1

1429L02-1-1AG

1429L02-1-1BP

Wiredrawhook Steel/zinc-plated,
CrVI-free,
clearpassivation1)

Stainlesssteel3)

3,1

3,1

1429L02-2-1AG

1429L02-2-1BP

1) Max.tensilestrength:450Nwith1429L8-1AGstrike,workingload330N.
2) Max.tensilestrength:300Nwith1429L8-1BPstrike,workingload210N.
3) Max.tensilestrength:1.500Nwith1429L9-1AG/-1BPstrike,workingload1.000N.

E-1
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1429LSeries
TensionLatch

E-2

Style Dimensions Materials/Finish D PartNo.

Hookedwire
drawhook

Steel/zinc-plated,
CrVI-free,
clearpassivation1)

Stainlesssteel1)

3,1

3,1

1429L02-3-1AG

1429L02-3-1BP

Springsteel
drawhookand
secondarylock

Steel/zinc-plated,
CrVI-free,
clearpassivation2)

Stainlesssteel3)

3,1

3,1

1429L02-1X1AG

1429L02-1X1BP

1) Max.tensilestrength:1.100Nwith1429L9-1AG/-1BPstrike,workingload800N.
orinconjunctionwithmatingcomponentprofile.

2) Max.tensilestrength:450Nwith1429L8-1AGstrike,workingload330N.
3) Max.tensilestrength:300Nwith1429L8-1BPstrike,workingload210N.
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1429LSeries
TensionLatch

E-3

Style Dimensions Materials/Finish D PartNo.

Wiredrawhook
and

secondarylock

Steel/zinc-plated,
CrVI-free,
clearpassivation1)

Stainlesssteel1)

3,1

3,1

1429L02-2X1AG

1429L02-2X1BP

Hookedwire
drawhookand
secondarylock

Steel/zinc-plated,
CrVI-free,
clearpassivation2)

Stainlesssteel2)

3,1

3,1

1429L02-3X1AG

1429L02-3X1BP

1) Max.tensilestrength:max.1.500Nwith1429L9-1AG/-1BPstrike,workingload1.000N.
2) Max.tensilestrength:max.1.100Nwith1429L9-1AG/-BPstrike,workingload800N.

orinconjunctionwithmatingcomponentprofile.
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1429LSeries
Strikes

E-4

Style Dimensions Materials/Finish D PartNo.

Forusewith
springsteel
drawhook

Steel/zinc-plated,
CrVI-free,
clearpassivation

Stainlesssteel

3,1

3,1

1429L8-1AG

1429L8-1BP

Forusewith
wiredrawhook

Steel/zinc-plated,
CrVI-free,
clearpassivation

Stainlesssteel

3,1

3,1

1429L9-1AG

1429L9-1BP
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1429LSeries
InstallationInstructions

E-5

Dimensions

Springsteeldrawhooktensionlatch/strike

Wiredrawhooktensionlatch/strike

Hokkedwiredrawhooktensionlatch/matingcomponentprofile

1429L02-1-*
1429L8-*

1429L02-2-*
1429L9-*

1429L02-3-*
(1429L9-*)
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F-1

Max.tensilestrength2.300N,workingloadmax1.550N,seefootnotes.
Adjustabledrawhook
Availablewithsecondarylockandhasp

Style Dimensions Materials/FinishMounting
Type1) D L PartNo.

Openbase Steel/zinc-plated,
CrVI-free,
clearpassivation2)

Steel/zinc-plated,
CrVI-free,
clearpassivation2)

Steel/zinc-plated,
CrVI-free,
clearpassivation
Base:
Steel/zinc-plated2)

Steel/chrome-plated
Interiorparts:
Steel/zinc-plated,
CrVI-free,
clearpassivation2)

Stainlesssteel3)

Stainlesssteel3)

Stainlesssteel3)

N

N

S

N

N

N

S

3,6

4,2

-

3,6

3,6

4,2

-

14,3

12,7

-

14,3

14,3

12,7

-

V951L02-1-1AGV

V951L02-1-5AGV

V951L02-1-2AGV

V951L02-1-1AD

V951L02-1-1BP

V951L02-1-5BP

V951L02-1-2BP

Concealed
base4)

Steel/zinc-plated,
CrVI-free,
clearpassivation

Steel/zinc-plated,
CrVI-free,
clearpassivation

Steel/chrome-plated
Interiorparts:
Steel/zinc-plated,
CrVI-free,
clearpassivation

Stainlesssteel

Stainlesssteel

N

N

N

N

N

3,6

4,2

3,6

3,6

4,2

14,3

12,7

14,3

14,3

12,7

V951L03-1-1AGV

V951L03-1-5AGV

V951L03-1-1AD

V951L03-1-1BP

V951L03-1-5BP

1) Mountingtype: N=Withholesforrivetingorscrewfixing
S=Withoutholes,forwelding

2) Max.tensilestrength:2.300NwithV951L07-*A*andV951L52-1A*strike,workingload1.550N.
2.000NwithV951L50-1A*strike,workingload1.300N.

3) Max.tensilestrength:1.500NwithV951L07-*BPandV951L52-1BPstrike,workingload1.000N.
4) Duetothemountinggeometry,tensilestrengthreducedtoapprox.1200N,workingload800N.

V951LSeries

ad
ju
st
ab
le

ad
ju
st
ab
le
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V951LSeries
TensionLatch

F-2

Style Dimensions Materials/FinishMounting
Type1) D L PartNo.

Secondarylock,
openbase

Steel/zinc-plated,
CrVI-free,
clearpassivation2)

Steel/zinc-plated,
CrVI-free,
clearpassivation2)

Steel/chrome-plated
Interiorparts:
Steel/zinc-plated,
CrVI-free,
clearpassivation
Secondarylock:
Stainlesssteel

Stainlesssteel3)

Stainlesssteel3)

Stainlesssteel3)

N

N

N

N

N

S

3,6

4,2

3,6

3,6

4,2

-

14,3

12,7

14,3

14,3

12,7

-

V951L04-1X1AGV

V951L04-1X5AGV

V951L04-1X1AD

V951L04-1X1BP

V951L04-1X5BP

V951L04-1X2BP

Secondarylock,
concealed
base4)

Steel/zinc-plated,
CrVI-free,
clearpassivation

Steel/chrome-plated
Interiorparts:
Steel/zinc-plated,
CrVI-free,
clearpassivation
Secondarylock:
Stainlesssteel

Stainlesssteel

Stainlesssteel

N

N

N

N

4,2

3,6

3,6

4,2

12,7

14,3

14,3

12,7

V951L03-1X5AGV

V951L03-1X1AD

V951L03-1X1BP

V951L03-1X5BP

ForfootnotesrefertopageF-1.

ad
ju
st
ab
le

ad
ju
st
ab
le
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V951LSeries
TensionLatch

F-3

Style Dimensions Materials/FinishMounting
Type1) D PartNo.

Secondarylock,
highbase

Steel/zinc-plated,
CrVI-free,
clearpassivation
Secondarylock:
Stainlesssteel2)

Stainlesssteel3)

N

N

4,2

4,2

V951L05-1X1AGV

V951L05-1X1BP

Hasp

HaspforPadlockØ6max.

Steel/zinc-plated,
CrVI-free,
clearpassivation2)

Base:
Steel/zinc-plated

Steel/zinc-plated,
CrVI-free,
clearpassivation2)

S

N

-

4,2

V951L01-1Y2AGV

V951L01-1Y5AGV

ForfootnotesrefertopageF-1.

ad
ju
st
ab
le

ad
ju
st
ab
le

Ø



ReleaseJanuary2012Alcoa
Fastening
Systems

V951LSeries
Strikes

F-4

Style Dimensions Materials/FinishMounting
Type1) D PartNo.

Open Steel/zinc-plated,
CrVI-free,
clearpassivation

Steel/zinc-plated,
CrVI-free,
clearpassivation

Steel/zinc-plated

Steel/chrome-plated

Stainlesssteel

Stainlesssteel

Stainlesssteel

N

N

S2)

N

N

N

S

3,6

4,2

-

3,6

3,6

4,2

-

V951L7-1AGV

V951L7-5AGV

V951L7-2AZ

V951L7-1AD

V951L7-1BP

V951L7-5BP

V951L7-2BP

Closed Steel/zinc-plated,
CrVI-free,
clearpassivation

Stainlesssteel

Stainlesssteel

Stainlesssteel

N

N

N

S

4,2

4,2

3,6

-

V951L50-1AGV

V951L50-1BP

V951L50-2BP

V951L50-3BP

Corner
mounting

Steel/zinc-plated,
CrVI-free,
clearpassivation

Stainlesssteel

N

N

4,2

4,2

V951L52-1AGV

V951L52-1BP

1) Mountingtype: N=Withholesforrivetingorscrewfixing
S=Withoutholes,forwelding

2) MaterialC45,HRC36-39steel,pleaseusehigh-alloyfillerweldingrods
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V951LSeries
InstallationInstructions

F-5

Dimensions

Open-basetensionlatch/openstrike

SelectdiameterDanddistanceLinaccordancewiththestrikeandtensionlatchstyle.

Concealed-basetensionlatch/openstrike

SelectdiameterDanddistanceLinaccordancewiththestrikeandtensionlatchstyle.

Open-basetensionlatch/closedstrike

SelectdiameterDanddistanceLinaccordancewiththestrikeandtensionlatchstyle.

V951L02-
V951L04-
V951L01-

V951L7-

(71,5)
(Dimensionforweldmounting)

V951L03-

V951L7-

V951L02-
V951L04-
V951L01-

V951L50-

V951L05-

(100)
(Dimensionforweldmounting)

(59)
(Dimensionforweldmounting)

(83,5)
(Dimensionforweldmounting)
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Dimensions

Concealed-basetensionlatch/closedstrike

SelectdiameterDanddistanceLinaccordancewiththestrikeandtensionlatchstyle.

Open-basetensionlatch/corner-mountingstrike

SelectdiameterDanddistanceLinaccordancewiththestrikeandtensionlatchstyle.

Concealed-basetensionlatch/corner-mountingstrike

SelectdiameterDanddistanceLinaccordancewiththestrikeandtensionlatchstyle.

V951L03-

V951L50-

V951L02-
V951L04-
V951L01-

V951L52-

V951L03-

V951L52-

V951LSeries
InstallationInstructions

(71)
(Dimensionforweldmounting)

(70)
(Dimensionforweldmounting)

(Dimensionforweldmounting)
(57,5)

F-6
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V917LSeries
Max.tensilestrength3.600N,workingloadmax.2.700N,seefootnotes.
Adjustabledrawhook
Availablewithsecondarylockandhasp

G-1

Style Dimensions Materials/FinishMounting
Type1) D PartNo.

Openbase Steel/zinc-plated,
CrVI-free,
clearpassivation2)

Stainlesssteel3)

N

N

5,1

5,1

V917L01-1-1AG

V917L01-1-1BP

Highbase Steel/zinc-plated,
CrVI-free,
clearpassivation2)

N 4,2 V17L12-1-1AA

1) Mountingtype: N=Withholeforrivetingorscrewfixing
S=Withoutholes,forwelding

2) Max.tensilestrength:3.200NwithV917L11-1-*AGstrike,workingload2.200N.
2.200NwithV951L50-1-*AGVstrike,workingload1.500N.

3) Max.tensilestrength:3.600NwithV951L50-1-*BPstrike,workingload2.700N.
max.2.300NwithV917L11-1-1BPstrike,workingload1.550N.

ad
ju
st
ab
le

ad
ju
st
ab
le
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Style Dimensions Materials/FinishMounting
Type1) D PartNo.

Secondarylock,
openbase

Steel/zinc-plated,
CrVI-free,
clearpassivation2)

Stainlesssteel3)

Stainlesssteel3)

StainlesssteelV4A3)

StainlesssteelV4A3)

N

N

S

N

S

5,1

5,1

-

5,1

-

V917L01-1X1AG

V917L01-1X1BP

V917L01-1X2BP

V917L01-1X1CP

V917L01-1X2CP

Secondarylock,
highbase

Steel/zinc-plated,
CrVI-free,
clearpassivation2)

N 4,2 V17L12-2X1AA

Secondarylock,
forcurved
surfaces

(Rmin=125mm)

Steel/zinc-plated,
CrVI-free,
clearpassivation2

Stainlesssteel3)

N

N

5,0

5,0

1449L02-1X1AG

1449L02-1X1BP

ForfootnotesrefertopageG-1.

G-2

V917LSeries
TensionLatch

ad
ju
st
ab
le

ad
ju
st
ab
le

ad
ju
st
ab
le
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V917LSeries
TensionLatch

G-3

Style Dimensions Materials/FinishMounting
Type1) D PartNo.

Openbase,
withhasp

Steel/zinc-plated,
CrVI-free,
clearpassivation2

N 5,1 V917L01-1Y1AG

Strikes
Style Dimensions Materials/FinishMounting

Type1) D PartNo.

Open Steel/zinc-plated,
CrVI-free,
clearpassivation

Steel/zinc-plated,
CrVI-free,
clearpassivation

Stainlesssteel

N

N

N

5,1

4,2

5,1

V917L11-1-1AG

V917L11-1-3AG

V917L11-1-1BP

Closed Steel/zinc-plated,
CrVI-free,
clearpassivation

Steel/zinc-plated,
CrVI-free,
clearpassivation

Stainlesssteel

Stainlesssteel

N

N

N

S

4,2

5,1

4,2

-

V951L50-1AGV

V951L50-5AGV

V951L50-1BP

V951L50-3BP

ForfootnotesrefertopageG-1.

8,5+0,5_

17
,8
+
0,5

_

12
,5
+
1

_

ØD

11

22+0,6

5,
5

2

ØD

12,7

8
max

30
,5

m
ax

2

26

18

6

ad
ju
st
ab
le
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V917LSeries
InstallationInstructions

Dimensions

Open-basetensionlatch/openstrike

SelectdiameterDinaccordancewiththestrikestyle.

Open-basetensionlatch/closedstrike

SelectdiameterDinaccordancewiththestrikestyle.

Tensionlatchforcurvedsurfaces

SelectdiameterDinaccordancewiththestrikestyle.

G-4

V917L01-

V917L11-
(98)

(Dimensionforweldmounting)

V917L01-

V951L50-

1449L02-

V951L50-

(105)
(Dimensionforweldmounting)
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G-5

V917LSeries
InstallationInstructions

Dimensions

High-basetensionlatch/openstrike

SelectdiameterDinaccordancewiththestrikestyle.

V17L12-

V917L11-
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V18LSeries

H-1

Max.tensilestrength6.000N,workingloadmax.4.200N,seefootnotes.
Adjustabledrawhook
Availablewithsecondarylock,haspandliftspring

Style Dimensions Materials/FinishMounting
Type1) D PartNo.

Steel/zinc-plated,
CrVI-free,
clearpassivation2)

Stainlesssteel3)

Stainlesssteel3)

N

N

S

5,1

5,1

-

V18L01-1-1AA

V18L01-1-1BF

V18L01-1-2BF

With
secondarylock

Steel/zinc-plated,
CrVI-free,
clearpassivation2)

Stainlesssteel3)

Stainlesssteel3)

N

N

S

5,1

5,1

-

V18L01-1X1AA

V18L01-1X1BF

V18L01-1X2BF

1) Mountingtype: N=Withholeforrivetingorscrewfixing
S=Withoutholes,forwelding

2) Max.tensilestrength:6.000NwithV18L13-1-1AAstrike,workingload4.200N.
3) Max.tensilestrength:4.600NwithV18L13-1-*BFor1449L07-1BPstrike,workingload3.100N.

ad
ju
st
ab
le

ad
ju
st
ab
le
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V18LSeries
TensionLatch

H-2

Style Dimensions Materials/FinishMounting
Type1) D PartNo.

Hasp Steel/zinc-plated,
CrVI-free,
clearpassivation2)

N 5,1 V18L01-1Y1AA

Accessories
Dimensions Materials/Finish

Mounting

Type1) D PartNo.

Liftspring Stainlesssteel N 5,1 V18L45-1BP

ForfootnotesrefertopageH-1.
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Liftspring



ReleaseJanuary2012 Alcoa
Fastening
Systems

V18LSeries
Strikes

H-3

Style Dimensions Materials/FinishMounting
Type1) D PartNo.

Open Steel/zinc-plated,
CrVI-free,
clearpassivation2)

Stainlesssteel

Stainlesssteel

N

N

S

5,1

5,1

-

V18L13-1-1AA

V18L13-1-1BF

V18L13-1-2BF

Closed Stainlesssteel N 5,0 1449L07-1BP

ForfootnotesrefertopageH-1.
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V18LSeries
InstallationInstructions

H-4

Dimensions

Tensionlatch/openstrike

Tensionlatch/closedstrike

V18L01-

V18L13-

(135,5)
(Dimensionforweldmounting)

V18L01-

1449L07-

(135)
(Dimensionforweldmounting)
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V46LSeries

I-1

Style Dimensions Materials/FinishMounting
Type1) D PartNo.

Steel/zinc-plated
andyellowchromate

Steel/zinc-plated
andyellowchromate

N

S

6,3

-

V46L38-1-6AA

V46L38-1-1AA

Strike
Style Dimensions Materials/FinishMounting

Type1) D PartNo.

Steel/zinc-plated
andyellowchromate

N 5,1 V18L13-1-1AC

1) Mountingtype: N=Withholeforrivetingorscrewfixing
S=Withoutholes,forwelding

Max.tensilestrength4.500N,workingload3.000N.
Adjustabledrawhook

ad
ju
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ab
le
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2939LSeries

J-1

Dimension

Locked Unlocked

*Otherpanelthicknessesuponrequest.

InstallationInstructions

Style Dimensions Materials/Finish °C PartNo.

Slamlatch Plastic(POM)black -10
upto
+60

2939L01-01-1K

Frame
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52FSeries
WingFastener

K-1

ParticularFeatures
Simpleandeconomicfastenerforlids,etc.
Easyinstallationbyblindriveting.
¼Turntolock
Securelockingondetent.

Dimensions Materials/Finish °C PartNo.

Steel/zinc-plated,
CrVI-free,
clearpassivation

100 52E02-*-1AG

SelectionandInstallationInstructions

PartNo. PanelThicknessP HeightH

52E02-01-1AG
52E02-02-1AG
52E02-03-1AG

0(flush)
1
2

0,7
1,1
1,7

Mandrel

Blindrivet

Bellevillespringwasher

HeightH

Frame

Frame

Rivetedbystandard
blindrivetpliers.
Breakingload5000N

Alternative1

Alternative2

dimpled

Slam Rivet-Ø2,6
DIN660

Panel

Wingfastener

DIN660-2,5
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2812LSeries
SlamLatch

ParticularFeatures
Robustslamlatch,selflocking
Max.lockingforce:230N
Max.tensionstrength:2.400N
Max.torque:40Nm

Dimensions Materials/Finish °C PartNo.

Steel/zinc-platedand
yellowchromated
Bolt:zincflakecoated

100 2812L03-1AF

L-1

Unlocked

Trap Bolt
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2812LSeries
InstallationInstructions

Dimension

L-2

Turntounlock

Door
(movable)

Baleorlockingbolt
(notincluded)

Frame
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Index

PartNo. Page

V917L01-1X2BP G2

V917L01-1X1CP G2

V917L01-1X2CP G2

V917L01-1Y1AG G3

V917L11-1-1AG G3

V917L11-1-3AG G3

V917L11-1-1BP G3

V934L01-1-1AGV B1

V934L01-1X1AGV B1

V934L02-1AGV B1

V934L01-1-1BP B1

V934L01-1X1BP B1

V934L02-1BP B1

V95H07-1-1BP C1

V95L07-1-1BC C1

V95L15-1BD C1

V951L01-1Y2AGV F3

V951L01-1Y5AGV F3

V951L02-1-1AD F1

V951L02-1-1AGV F1

V951L02-1-1BP F1

V951L02-1-2AGV F1

V951L02-1-2BP F1

V951L02-1-5AGV F1

V951L02-1-5BP F1

V951L03-1-1AD F1

V951L03-1-1AGV F1

V951L03-1-1BP F1

V951L03-1-5AGV F1

V951L03-1-5BP F1

V951L03-1X1AD F2

V951L03-1X1BP F2

V951L03-1X5AGV F2

V951L03-1X5BP F2

V951L04-1X1AD F2

V951L04-1X1AGV F2

V951L04-1X1BP F2

V951L04-1X2BP F2

V951L04-1X5AGV F2

V951L04-1X5BP F2

V951L05-1X1AGV F3

V951L05-1X1BP F3

PartNo. Page

V951L50-1AGV F4,G3

V951L50-1BP F4,G3

V951L50-2BP F4

V951L50-3BP F4,G3

V951L50-5AGV G3

V951L52-1AGV F4

V951L52-1BP F4

V951L7-1AD F4

V951L7-1AGV F4

V951L7-1BP F4

V951L7-2AZ F4

V951L7-2BP F4

V951L7-5AGV F4

V951L7-5BP F4

V96H01-1-1AO D1

V96L01-1-1AG D1

V96L01-1-1AO D1

V96H01-1-2AO D1

V96L01-1-2AG D1

V96L01-1-2AO D1

PartNo. Page

1429L02-1-1AG E1

1429L02-1-1BP E1

1429L02-1X1AG E2

1429L02-1X1BP E2

1429L02-2-1AG E1

1429L02-2-1BP E1

1429L02-2X1AG E3

1429L02-2X1BP E3

1429L02-3-1AG E2

1429L02-3-1BP E2

1429L02-3X1AG E3

1429L02-3X1BP E3

1429L8-1AG E4

1429L8-1BP E4

1429L9-1AG E4

1429L9-1BP E4

1449L02-1X1AG G2

1449L02-1X1BP G2

1449L07-1BP H3

2812L03-1AF L1

2939L01-01-1K J1

52E02-*-1AG K1

V17L12-1-1AA G1

V17L12-2X1AA G2

V18L01-1-1AA H1

V18L01-1-1BF H1

V18L01-1-2BF H1

V18L01-1X1AA H1

V18L01-1X1BF H1

V18L01-1X2BF H1

V18L01-1Y1AA H2

V18L13-1-1AA H3

V18L13-1-1BF H3

V18L13-1-2BF H3

V18L13-1-1AC I1

V18L45-1BP H2

V46L38-1-6AA I1

V46L38-1-1AA I1

V917L01-1-1AG G1

V917L01-1-1BP G1

V917L01-1X1AG G2

V917L01-1X1BP G2
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