
932157100

DATASHEET

Email Us
Sales: sales@verical.com

Support: support@verical.com

Suppliers: Visit our seller page

Company Address
Arrow Electronics, Inc

7459 S. Lima Street

Englewood, CO 80112-3879

This coversheet was created by Verical, a division of Arrow Electronics, Inc. (“Verical”). The attached document was created by the part supplier,
not Verical, and is provided strictly 'as is.' Verical, its subsidiaries, affiliates, employees, and agents make no representations or warranties
regarding the attached document and disclaim any liability for the consequences of relying on the information therein. All referenced brands,
product names, service names, and trademarks are the property of their respective owners.

https://www.verical.com/pd/belden-wire-and-cable-rectangular-932157100-1898614?utm_medium=datasheet&utm_source=pdf&utm_content=link&utm_term=932157100&utm_campaign=datasheet_coverpage_2017
mailto:sales@verical.com
mailto:support@verical.com
https://www.verical.com/about-us/selling-on-verical


 
Belden Deutschland GmbH   www.beldensolutions.com

  22-06-2017
Page 1 of 2 

Product information
G 4 W 1 F schwarz/black

Industrial Connecting Solutions:Rectangular Connectors:DIN VDE 0627 / IEC 61984 Connectors (G serie):Cable socket:G 4 W 1 F schwarz/black

https://e-catalog.hirschmann.com:443/link/57078-24228-256261-24347-24348-36914/en/conf/uistate

Name G 4 W 1 F schwarz/black

 

Cable socket with PG 7 cable gland and solder contacts

Delivery informations

Availability available

Product description

Description Cable socket with PG 7 cable gland and solder contacts

Type G 4 W 1 F schwarz/black

Order No. 932 157-100

Type of contact forked spring

Number of contacts 4

Cable gland PG 7

Conductor size 0.14 - 0.5 mm2

Standard DIN VDE 0627 / IEC 61984

Housing Color black

Technical data

Rated voltage AC/DC 50 V

Rated current 6 A

Contact resistance <= 4 mOhm

Type of termination solder

Suitable cables 4 mm to 7.5 mm

Material

Contact surface material Sn

Contact bearer material PA

Housing material PA

Environmental conditions

Protection class (IEC 60529) IP 65

Pollution severity 3

Temperature range -40 °C to +90 °C

Inflammability class

Housing 94 HB

Contact bearer 94 HB

Approvals

VDE VDE

Packing unit

Packaging unit 100 pieces

Scope of delivery and accessories

Scope of delivery 1 cable socket with PG 7 cable gland, 1 central screw M 3 x 20, 1 gasket, in polythene bag

Accessories to order separately can be plugged into G 4 E 1 M grau/grey, G 4 A 5 M schwarz/black, G 4 A 1 M
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The information published in the websites has been compiled as carefully as possible. It is subject to alteration without notice in technical as well as in price-related/commercial respect.

The complete information and data were available on user documentation. Mandatory information can only be obtained by a concrete query.
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