
1) :
ball screw actuator
prod. code: CUSTOM/5267 Rev.1
CUSTOM HSA 50 BS 40×10 R4 C165 BA FL AR
MF (IEC 100-112 B5)
HORIZONTAL mounting position

2) :
The product shall be transported and handled in order with care, in order to avoid damages on the product
itself and to prevent any risk for the personnel in charge such operations.

3) :
During storage, the product shall be protected against atmospheric agents in order to prevent dust and/or
other contaminants to settle on moving parts.
In case of storage periods longer then 6 months, it is necessary to move input shaft to avoid damaging of
lubricant seals.
All not painted surfaces shall be kept properly greased to prevent oxidation.

4) :

Values  (  length),  (  length) and 
 are the extreme limit values. Working out of the indicated length range (Lc … La), the actuator

could reach internal mechanical stops and be damaged!
: the load must be in line with the actuator; no off-set or radial load is allowed!

5) :

bevel gear: grease MOBIL Mobilgrease 28 
lubricated in SERVOMECH (q.ty: 0.18 kg) and ready-to-use 
long-life lubricated 

ball screw: grease MOBIL Mobilgrease 28 
lubricated in SERVOMECH (q.ty: 0.08 kg) and ready-to-use 
to be re-lubricated every 500 hour of effective work, with 0.1 kg of grease, 
through the  

push rod guides: grease MOBIL Mobilgrease 28 
lubricated (greased with brush) in SERVOMECH and ready-to-use 
to be re-lubricated together with ball screw, through the 

periodically, check for lubricant leakage; if the lubricant leakage is verified, fix the leakage reason,
restoring the required lubricant quantity in the actuator.








