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1- Choose the opening of the pliers by pushing the button [Ref. N°1] towards either large Ø or small Ø.  

 

 

 

2- Introduce the CLIC E clamp into the pliers’ jaws. 

� Correct introduction of the clamp (ear � and latch �, either way around) 

  

 

 

� Proper  introduction � Improper introduction (reserve �) 

 
   

 

Ref. N°1 

Position for larger clamps 
as from CLIC E 195 

Position for smaller clamps 
for CLIC E < 195 

� 

� 

� 
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3- Check that the CLIC E clamp is well maintained in the pliers. 

� Clamp introduced into the jaws.  

           

 

� The clamp is well maintained / it can swivel. 

 

 

 

4- Fit and tighten the CLIC E clamp 

�Fit the CLIC E clamp 
onto the hose. 

� Close the pliers to  
tighten the CLIC E clamp. 

���� A correct clipping of the 
CLIC E clamp enables the 

withdrawal of the pliers. 
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1) JAW set: PN 549000252 2) Fit the 2 rubber washers. 

 

 

 

 

 

 

 

 

 

4) Introduce the jaws into the pliers’ nose. 

 

4) Position the clips.  5) Fit the clips with a 4mm hex socket   
  screwdriver. 

                          

 

 

 

 

Jaws 

     Rubber washer 

Retaining clip 

 Pliers closed => 7.6 max. 


